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Silicon-damped Motor Suspension 

Electronic Speed Change

Cartridge: Pick it S2 MM

Electronic Speed Change

Cartridge: Pick it 2M Silver

Superb motor suspension:

 no points of contact



We have taken our beloved original 

Pro-Ject 1 design and improved it  

in every aspect.

Thicker plinth. Thicker acrylic platter.  

Sophisticated motor suspension.

Exceptional materials.

Satin colour finish. 
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Electronic 

speed selector:

33/45 or 78 rpm

Resonance 

free 1.5 kg 

acrylic platter

Carefully isolated motor 

for less vibration and 

noise

TPE damped 

counterweight

8,6” carbon/alu 

sandwich tonearm

Cartridge: 

Pick it S2 MM

Heavy, precision 

CNC‘d MDF chassis

Electronic 

speed selector:

33/45 or 78 rpm 

No points of contact:

carefully isolated  

motor for less  

vibration and noise

Resonance 

free 2 kg 

acrylic platter

TPE damped 

counterweight

9” carbon/alu  

sandwich tonearm

Cartridge: 

Pick it 2M Silver

50mm thick, heavy, 

precision CNC‘d 

MDF chassis

Dimensions 415 x 125 x 335 mm (WxHxD)

Weight: 7 kg

Colours: High Gloss Black or White, Walnut

Dimensions: 460 x 150 x 340 mm (WxHxD)

Weight: 10 kg

Colours: Satin White or Black, High Gloss Black, Walnut
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